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Suction unit performance in accordance with DIN 44956 / Teil 2

Napetost / Voltage: 240 v Frekvenca / Frequency: 50 Hz
Naziwvna mog / Nominal Power: 1100 W

Prem. odp.  Tok Vhod. mo&  Vrtljaji Podtlak Pretok Zrad. mo¢  Izkoristek
u Orifice Current  Input Pow. RPM Vacuum Air Flow  Air Power Efficiency
(%] mm A w min -1 mbar Ws w %
240 . 40 5,44 1238 20259 30,91 53,44 185,15 13,34
240 30 5,52 1255,24 20080 75,58 486,51 351,5 28
240 23 5,38 1224,86 20313 128,18 35,15 450,55 36,78
240 21 523 1192,28 20548 142,9 30,84 440,71 36,96
240 19 5,07 1155,1 20886 155,45 26,27 408,37 35,35
240 16 47 1078,54 21645 175,63 19,74 346,63 32,14
240 13 4,32 997,34 22511 191,39 13,59 260,11 26,08
240 10 3.9 905,44 23464 207,08 8,38 173,5 18,16
240 6,5 3,5 816,78 24758 218,32 3,68 80,24 9,82
240 0 3,05 718,34 26459 234,99 o 4] o]

Max. mejne vrednosti / Max. guaranteed values:

Srednja mot / Middle Power. P (m) >= 980 W
(IEC 335)

Podtlak / Vacuum: h {max) >= 223 mbar
Pretok / Air Flow: Q (max) >= 56 s
Zra&na mot / Air Power: P2 (max) >= 428 W
Izkoristek / Efficiency: Eff. (max) >= 3B %

Masa/Mass: 2,19 kg

Datum me | Naziv: Karakleristika sesalne enote
kdelal |6.10.99  [R Prezej Suction unit performance
Pregledall 12.10.99 | MCemazar MKM 3550

® Koda:
KA 496.3.550
AQ | 5284 2.10.99 |Prezelj
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